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How Our Solution Works
1) Energy Source or Illumination- sunlight illuminates 

the target.

2) Radiation and the Atmosphere- atmospheric 

distortion of the reflected energy is accounted for 

in the analysis.

3) Interaction with the Target- energy reflects off the 

target and is distorted in the reflection.

4) Recording of Energy by the Sensor- a sensor 

records the reflected electromagnetic radiation.

5) Transmission, Reception, and Processing- energy 

recorded by the sensor is transmitted, then 

received and processed at a ground station.

6) Software Detects, Analyzes, and Quantifies- the data is 

analyzed using artificial intelligence-based software τ

algorithms designed to extract and quantify measurements of 

the target.

7) Presentation of AnalyticsςData and imagery is presented in a 

customer-defined form to allow decision-making and 

immediate action.

8) Device PlatformςData, analytics, and imagery are accessible 

on smartphones, tablets, and browsers. Alerts are also 

delivered by text message.
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What are the Sources of Data

Satellites

Nano -satellites

Aircraft

Drone/UAV

Fixed/Persistent Platform

Data Acquisition, From Where, How Often, and What the Future Holds

Satelytics takes in multi and hyperspectral data from a variety of third -party sources including enterprise satellite data 

providers using conventional and nano -satellite arrays, plane or drone aerial imagery, and fixed or persistent camera platforms.

Perspective on Scale and Capture

3,000 sq over the Bakken

Satellite 11 minutes

Plane 2 days

UAV 100 acres 6 hours
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Alerts with Specificity, Location, and Measurement, Not Directionless Data

4Å For all other measurements, 30 -cm to 46 -cm resolution yields specificity to help you get the earliest possible notification of t rouble .

Å For methane: 3.7 -m by 3.7 -m pixels enable source identification at the component level
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